
Description
UltraFlex is our premium water-based screen printed heat transfer. Perfect for 1-5 colour designs and today’s 
technical fabrics. UltraFlex has exceptional softness and stretch while maintaining brilliant colour fastness and 
durability, making it a great product for sportswear, activewear and corporate attire. With premium quality and 
the ability to print ultra fine detail makes it the go to transfer for tagless clothing labels.
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*Time, temperatures and pressures are provided as a recommendation for a majority of applications. Given the nature heat application, diversity of heat 
presses available and various fabric compositions, optimal heat application settings may vary from these recommendations.

Application Guidelines
Use only a commercial heat press for application of UltraFlex transfers, do not attempt with a home iron. 

Time Temperature Pressure Dwell Peel Fabrics

10 Seconds 140-150ºC Moderate
(4 bar, 4kg/cm²)

3-10 Seconds
(Minimum cooling time

after application)
Warm/Hot Cotton, Polyester, Nylon,

Lycra/Spandex & Blends

After pressing, if a glue line is visible around the transfer, it can be reduced by heat pressing the transfer a 
second time. Remove the plastic carrier, place a piece of fabric over the print. Press for 5 seconds using the 
same temperature and pressure settings. This will melt the glue further into the fabric, therefore, reducing its 
visibility.

Care Instructions
Washing in cold water with garments turned inside out is recommended. Transfers can be washed up to max. 
40ºC (this is also subject to the care instructions of the garment). Transfers cannot be directly ironed. If ironing 
over transfers, place a piece of fabric over the transfer prior to ironing. Do not bleach or use harsh detergents, 
soak,  tumble dry or dry clean.

Features
Feature Description

Spot Colour 1 to 5 spot colours available including fluorescent and metallic colours

Fine Detail Detail as thin as 0.22mm can be achieved

Subblocking Subblocker available for sublimated and heavily dyed polyester garments

Time Saving Lower production times and costs

Quick Turnaround 5 day turnaround. 24hr, 48hr & 72hr turnaround available (additional charges may apply)

Eco Friendly Water based inks are the preferred choice to reduce environmental impact
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